Residential - Commercial HURRICANE H100 SERIES
Type 1-1In 20 Ka SURGE PROTECTION DEVICE

Nipple mount with LED and audible alarm Side mount option Rear mount option

Features
e Imax 100kA 8/20us
e UL1449 4" Edition Type 1 Listed Common mode suppression

e Thermal fused metal oxide varistor (MOV) suppression with in series
Gas-Tube technology for maximum surge protection & zero leakage

e Light emitting diode’s (LED) visual protection status indicator

e Audible Alarm protection status indicator

e Real time diagnostics include an LED per phase and audible alarm

e Available in maximum surge current capacity of 100,000 surge amps

e Indoor/Outdoor IP66 NEMA 6 rated enclosure (NEMA 6 exceeds NEMA 4 or 4X)
e In 20 kA (All models) SCCR 200 kA (All models)

e Meets requirements of UL96A Lighting Protection Master Label

e Available in a variety of voltages ranging from 120 to 600 volts AC in

e Hardwired connection #12 AWG 36" leads

e 10 Year free replacement warranty
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Residential - Commercial
Type 1-1In 20 Ka

HURRICANE H100 SERIES
SURGE PROTECTION DEVICE

System voltage 120-208 120-240 120 277-480 480

System AW+G{Wye) 3W+G(Split Ph) | 2W+G(single) AW+G{Wye) 3W+G(Delta)

Maximum Operating Voltage L-G 140 140 140 320 550
L-N 140 140 140 320 /
N-G 120 120 120 280 /
L-L 240 280 / 560 560

Operating Current Ic mA 25 per line

Follow Current If A None

Short Circuit Current Rating SCCR kA 200

Maximum Leakage Current Ipe mA None

Maximum Recommended Fuse Rating, Type 2004, Class J

Frequency E Hz 50 - 60

Nominal Discharge Current In {8-20) kA 20

Maximum Discharge Current kA L-G 100

Total Maximal Discharge Current Itotal { 8-20) kA 100

Total Maximal Discharge Current ltotal { 10-350 kA 15 12 8 15 12

Voltage Protection Level L-N 700 700 700 1200 N/A
L-L 1200 1200 N/A 2500 2500

Shipping Dimensions Inches 8x3.75x4.25

Shipping Weight Ibs 2.4

Standard's Compliance or Recogn UL1449 ed4  File:E32628 Type 1

|[EC 61643-11ed2 Type 1

Visual Disconnection Indicator LED

Sound Disconnection Indicator Continuous Buzzer

Wiring Type AWG 12 wires

Maximum Altitude ft 6500

Operating Temperature °F -40 to +185

Housing Enclosure Material Aluminum Cast

Mounting Type Side or back nipple (Version A or B} Threaded (M22} NPT 1/2 adaptor available

Environmental Rating IP IP66

Nema Rating | NEMA 6

Location Installation Indoor / Qutdoor

Version A

4.02in

Dimensions

Version B

4.01n

0.61in

3.46in

2.35in

3.46in

2.35in

*NPT 1/2 adaptor available in both versions
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